


theft-proof storage. 

the self-service checkroom.

flexible combination to a customized system.



Prevents theft and confusion

Reduced waiting time for storage and pickup

Space-saving

Staff-free operation

Wardrobe service charge optional

Modular system for optimal adaption to any needs



Contains the control system, the ticketing system and a touch display for interaction with the 
user. A terminal can manage any number of hanger and locker modules. Ticketing takes place via 
QR code on paper tickets or smartphones, alternatively this can also be done via RFID badges.

Terminal
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Hanger Module
For safe storage of up to 20 jackets
Hookup: 
Connected to the terminal via cable on the backside.
Installation:
In order to prevent from tilting over, the module has to be screwed 
tight to the wall or the floor.

Locker Module 2x3
Contains 6 big lockers for eg trolleys, etc.
Hookup: 
Connected to the terminal via cable on the backside.
Installation:
In order to prevent from tilting over, the module has to be screwed 
tight to the wall or the floor.

Locker Module 4x3
Contains 12 lockers for eg laptop bags, backpacks, helmets, etc.
Hookup: 
Connected to the terminal via cable on the backside.
Installation:
In order to prevent from tilting over, the module has to be screwed 
tight to the wall or the floor.

Terminal
Contains the control system, the ticketing system 
and a touch display for interaction with the user. 
One terminal can manage any number of 
modules.
Hookup: 
Connection for power supply (100-240V / 50-60 
Hz), network (optional) and the modules to be 
managed on the backside.
Installation:
In order to prevent from tilting over, the module 
has to be screwed tight to the wall or the floor.

General technical specifications

© Fellchar Mechatronic Systems

Connection for power supply 
(100-240V / 50-60 Hz), network 
(optional) and the modules to be 
managed on the backside.
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Hanger Module
For safe storage of up to 20 jackets
Hookup: 
Connected to the terminal via cable on the backside.
Installation:
In order to prevent from tilting over, the module has to be screwed 
tight to the wall or the floor.

Locker Module 2x3
Contains 6 big lockers for eg trolleys, etc.
Hookup: 
Connected to the terminal via cable on the backside.
Installation:
In order to prevent from tilting over, the module has to be screwed 
tight to the wall or the floor.

Locker Module 4x3
Contains 12 lockers for eg laptop bags, backpacks, helmets, etc.
Hookup: 
Connected to the terminal via cable on the backside.
Installation:
In order to prevent from tilting over, the module has to be screwed 
tight to the wall or the floor.

Terminal
Contains the control system, the ticketing system 
and a touch display for interaction with the user. 
One terminal can manage any number of 
modules.
Hookup: 
Connection for power supply (100-240V / 50-60 
Hz), network (optional) and the modules to be 
managed on the backside.
Installation:
In order to prevent from tilting over, the module 
has to be screwed tight to the wall or the floor.

General technical specifications
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For space-saving storage of jackets. Per module up to 20 jackets can be stored safely and 
extremely space-saving. Jackets are secured by a unique, patented mechanism which prevents 
unauthorized removal while beeing gentle on the jacket.

Hanger Module

Connected to 
the terminal via 
cable on the 
backside.
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Hanger Module
For safe storage of up to 20 jackets
Hookup: 
Connected to the terminal via cable on the backside.
Installation:
In order to prevent from tilting over, the module has to be screwed 
tight to the wall or the floor.

Locker Module 2x3
Contains 6 big lockers for eg trolleys, etc.
Hookup: 
Connected to the terminal via cable on the backside.
Installation:
In order to prevent from tilting over, the module has to be screwed 
tight to the wall or the floor.

Locker Module 4x3
Contains 12 lockers for eg laptop bags, backpacks, helmets, etc.
Hookup: 
Connected to the terminal via cable on the backside.
Installation:
In order to prevent from tilting over, the module has to be screwed 
tight to the wall or the floor.

Terminal
Contains the control system, the ticketing system 
and a touch display for interaction with the user. 
One terminal can manage any number of 
modules.
Hookup: 
Connection for power supply (100-240V / 50-60 
Hz), network (optional) and the modules to be 
managed on the backside.
Installation:
In order to prevent from tilting over, the module 
has to be screwed tight to the wall or the floor.

General technical specifications
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For storing items like bags, helmets, backpacks, trolleys, etc. The Locker modules are available 
in different versions, where the number and size of the single lockers can be varied depending on 
the requirements.

Locker Module

Connected to 
the terminal via 
cable on the 
backside.



easy to integrate

Here some examples 
to illustrate the installation 
variants that checkSpot offers. 
The number and arrangement of the 
different modules can be adapted to any 
needs and spatial conditions and thus be 
combined to a customized system. A complete 
system requires at least one terminal.

Installationsvarianten
Dies sind lediglich einige Beispiele zur Veranschaulichung der Installationsvarianten, die checkSpot bietet. Die Anzahl und Anordnung der unterschiedlichen Module kann an jegliche Bedürfnisse und räumliche 

Gegebenheiten angepasst werden und so beliebig zu einem Gesamtsystem kombiniert werden. Ein Gesamtsystem benötigt immer mindestens ein Terminal.

Wand
Freistehend

Integriert Insel
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Wall

Integrated

Free-standing

Island



3D CAD models of the different modules can be downloaded from our website 
www.checkspot.info. The website also hosts a product video, which illustrates the systems 

function.

Contact us to discuss the options and possibilities in detail. We are happy to advise and help with 
planning!

is a product of

Fellchar Mechatronic Systems
Anzental 7

4690 Schwanenstadt
Austria

T +43 7673 40720
www.fellchar.com

office@fellchar.com

http://www.checkspot.at
http://www.fellchar.com
mailto:office@fellchar.com

